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(2) An EGU that commenced recon-
struction after May 3, 2011.
(b) [Reserved]

[77 FR 9464, Feb. 16, 2012, as amended at 77
FR 23402, Apr. 19, 2012]

EMISSION LIMITATIONS AND WORK
PRACTICE STANDARDS

§63.9990 What are the subcategories of
EGUs?

(a) Coal-fired EGUs are subcat-
egorized as defined in paragraphs (a)(1)
through (a)(2) of this section and as de-
fined in §63.10042.

(1) EGUs designed for coal with a
heating value greater than or equal to
8,300 Btw/lb, and

(2) EGUs designed for low rank virgin
coal.

(b) Oil-fired EGUs are subcategorized
as noted in paragraphs (b)(1) through
(b)(4) of this section and as defined in
§63.10042.

(1) Continental liquid oil-fired EGUs

(2) Non-continental liquid oil-fired
EGUs,

(3) Limited-use liquid oil-fired EGUs,
and

(4) EGUs designed to burn solid oil-
derived fuel.

(¢) IGCC units combusting either
gagsified coal or gasified solid oil-de-
rived fuel. For purposes of compliance,
monitoring, recordkeeping, and report-
ing requirements in this subpart, IGCC
units are subject in the same manner
as coal-fired units and solid oil-derived
fuel-fired units, unless otherwise indi-
cated.

§63.9991 What emission limitations,
work practice standards, and oper-
ating limits must I meet?

(a) You must meet the requirements
in paragraphs (a)(1) and (2) of this sec-
tion. You must meet these require-
ments at all times.

(1) You must meet each emission
limit and work practice standard in
Table 1 through 3 to this subpart that
applies to your EGU, for each EGU at
your source, except as provided under
§63.10009.

(2) You must meet each operating
limit in Table 4 to this subpart that ap-
plies to your EGU.

(b) As provided in §63.6(g), the Ad-
ministrator may approve use of an al-
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ternative to the work practice stand-
ards in this section.

(c) You may use the alternate SO,
limit in Tables 1 and 2 to this subpart
only if your EGU:

(1) Has a system using wet or dry flue
gas desulfurization technology and SO,
continuous emissions monitoring sys-
tem (CEMS) installed on the unit; and

(2) At all times, you operate the wet
or dry flue gas desulfurization tech-
nology installed on the unit consistent
with §63.10000(b).

[77 FR 9464, Feb. 16, 2012, as amended at 77
FR 23402, Apr. 19, 2012]

GENERAL COMPLIANCE REQUIREMENTS

§63.10000 What are my general re-
quirements for complying with this
subpart?

(a) You must be in compliance with
the emission limits and operating lim-
its in this subpart. These limits apply
to you at all times except during peri-
ods of startup and shutdown; however,
for coal-fired, liquid oil-fired, or solid
oil-derived fuel-fired EGUs, you are re-
quired to meet the work practice re-
quirements in Table 3 to this subpart
during periods of startup or shutdown.

(b) At all times you must operate and
maintain any affected source, includ-
ing associated air pollution control
equipment and monitoring equipment,
in a manner consistent with safety and
good air pollution control practices for
minimizing emissions. Determination
of whether such operation and mainte-
nance procedures are being used will be
based on information available to the
EPA Administrator which may include,
but is not limited to, monitoring re-
sults, review of operation and mainte-
nance procedures, review of operation
and maintenance records, and inspec-
tion of the source.

(c)(1) For coal-fired units, IGCC
units, and solid oil-derived fuel-fired
units, initial performance testing is re-
quired for all pollutants, to dem-
onstrate compliance with the applica-
ble emission limits.

(i) For a coal-fired or solid oil-de-
rived fuel-fired EGU or IGCC EGU, you
may conduct the initial performance
testing in accordance with §63.10005(h),
to determine whether the unit qualifies
as a low emitting EGU (LEE) for one or
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